DARWIN
STRINGYBARK

ONE OF THE MOST VERSATILE
TIMBERS THAT FORM PART
OF OUR EXCLUSIVE KINDRED
COLLECTION.

Timbers are sourced by way of an exclusive
agreement between Kennedy’s and the ‘kindred’
coastal tribes who call the remote Western

Cape York Peninsula (CYP) of Australia home.
These timbers talk to the very identity, culture,
community and relationship our first nations
people have to the land.

With 1.7 million hectares, the Queensland
Department of Primary Industries - Forestry
(DPI-Forestry) considers the stands of timber in
the Darwin Stringybark (Eucalyptus tetrodonta)
forests on CYP to be the largest remaining
forestry resource in Queensland that can be
sustainably harvested.

The timber is reddish brown, of high density,
similar to that of the Ironbarks making it hard,
heavy and stiff, with exceptionally good impact,
durability and external wearing properties. It has
the advantage of having very minimal tannin
leeching and relatively low shrinkage from green
to dry of less than 4%.

This is a timber species that has been
traditionally not available in the Australian market
due the remoteness of the resource and difficulty
of land access. It is nonetheless a very high
quality resource that is suitable for high exposure
engineering (bridge construction and as mining
timbers, sleepers, poles, piles and cross arms),
construction (heavy structural, heavy flooring,
decking, shipbuilding) and through to decorative
(furniture, joinery, inlay work) and others (musical
instruments, implements, handles).

PROPERTIES

COMMON NAME
LOOK & FEATURES

BOTANICAL NAME
COLOUR

COMMON USES

Darwin Stringybark

Moderately coarse & even

texture, heavy, hard &

compact. Mainly straight

grained
Eucalyptus Tetradonta

Red through to reddish
brown with occasional
darker reds & browns

Cladding, flooring and

decking, joinery, feature

posts and beams,

framework. High exposure
external application such
as wharves, commercial

decking through to

cladding & internal flooring

& joinery timbers

DENSITY (KG/M3)
GD 1,250
ADD 1,090
HARDNESS KN (JANKA)
Green B
Dry 15.2
DURABILITY CLASS 1
STRENGTH GROUP S1/SD1
JOINT GROUP J1/3D1
SHRINKAGE
Radial % (approx.) 38
Tangential % (approx) 49
STRUCTURAL GRADES
Unseasoned F14/F17/F22
Seasoned F27/F34+
TOUGHNESS (NM)
Green High
Dry High
EARLY FIRE HAZARD INDICES
Ignitability 13
Spread of Flame
Smoke Development
TERMITE RESISTANT No
LYCTID SUSCEPTIBLE SAPWOOD Yes
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